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Background: Recently multi-use environmental sensors became affordable and easy to control. This improvement
enabled us to measure the broad range of indoor environments by using low-priced and controllable sensor
devices. As the data set acquired by widely installed environmental sensors increased significantly, the need for
making effective use of the data has become of importance. We developed an integrated visualization mechanism
to express larger amounts of sensor data.
Method: The mechanism for visualization on floor plan described in this paper consists of the following modules:
1) the sensor module; 2) the data collection module; 3) the data processing module; 4) the spatial data module;
5) the sensor location module; and 6) the data visualization module. A demonstration following the mechanism is
introduced in this paper for evaluating the integrated visualization approach. We set up a test-purposed and
versatile toolkit that is cheaper, smaller and more controllable than conventional tools. We collect indoor environmental
data set composed of sequential numeric data so as to use them as parameters for visualization. We inspected three
major issues in the process: 1) indoor temperature data of a specific room collected at a second interval; 2) such a data
set can be varied by subdivided spots of interest using multiple toolkits; 3) as a result, the collection of data is regarded
as one type of parameter for visualization on top of the room’s floor plan, e.g. a sudden change of sequential numbers.
Results: Indoor environment such as temperature changes are shown as colors overlapped on the floor plan. In this
way it may be easier to understand the state of indoor environment and factors which influence the environment. The
floor plan based visualization of an indoor environmental element seems intuitive compared to just listing the numeric
information.
Conclusion: This paper introduces and demonstrates an integrated approach for visualizing the indoor environment
on a floor plan with an actual test case. Combined with the building model, the visualized data can be used for
recognition of the factors affecting to the target environmental element. We expect floor plan-based visualization to be
used for decision-making.
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People spend most of their daily lives indoors, and this
simply explains why indoor temperature is such an im-
portant environmental factor (Hyo Joo et al. 2011; Yoon
and Spengler 1995). Therefore, controlling comfortable
indoor environment is essential for the people to keep
their emotional and physical states healthy. An additional* Correspondence: designit@hanyang.ac.kr
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in any medium, provided the original work is pbenefit is better work productivity (Hee-geon et al. 2013;
Moon et al. 2009). Conventionally, to measure and collect
the indoor environmental data such as temperature data
set used to be inconvenient and expensive due to several
reasons (Sik and Bae 2012). The multi-use environmental
sensors, however, became affordable and easy to control
recently, and this enabled us to measure the broad range
of indoor environments by using such low-priced and
controllable sensor devices (Yick et al. 2008). However,
as the data set acquired by widely installed environmen-
tal sensors increased significantly, the need for makingOpen Access article distributed under the terms of the Creative Commons
g/licenses/by/4.0), which permits unrestricted use, distribution, and reproduction
roperly credited.
Figure 1 Overview of the system architecture for the visualization
of indoor temperature changes.
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http://www.viejournal.com/content/2/1/10effective use of the data has become of importance
(Jisun 2013; Yongdai and Kwang 2013; Yang Koo and
Keun Ho 2008). The more sensor data increases, the
more potentiality for managing indoor environment and
necessity to manage and represent amount of them grow
at the same time. Conventionally, charts are frequently
used for representing sensor data (Bo-ram et al. 2012;
Chauk and Kyung-Ae 2008; Kwon et al. 2008; Sam-gil
et al. 2010). Chart is useful to visualize and compare few
sensor data but for expressing a number of sensor data,
it is ineffective (Seung-heon et al. 2007) and hard to
understand the condition of indoor environment. We,
therefore, suggest an integrated mechanism to express
such a number of sensor data in an effective way. This
paper aims to figure out an integrated approach to
visualize such conditional factors using indoor tempera-
ture changes. The baseline of this approach is to measure
the temperature and analyze given conditions (Seung-Chul
et al. 2008). This research aims to develop an integrated
visualization mechanism using accumulated data from
sensors, rather than the issue for data integrity or the ana-
lysis of indoor environment. To verify the feasibility of the
proposed mechanism in this paper, consequently, we
propose an integrated approach to the visualization of in-
door temperature changes using several pragmatically im-
plemented software and hardware modules. This is one of
the graphical representations on the existing building
geometry using sensor devices and sequential processing
mechanism. The entire process from sensing indoor envir-
onment to processing and visualizing acquired data can be
subdivided into three parts. Each part is composed of sub-
modules. After dealing with the functions of each module
inside three parts, this paper shows a demonstration on an
actual space. The target environmental element to be vis-
ual ized is hourly variation of temperature changes.
Methods
System architecture
The system architecture for visualizing the indoor envir-
onment on floor plans is composed of three parts, as
shown in Figure 1: 1) Input data part, 2) Building model
part, and 3) Visualization part. In the building model
part, the 2D floor plan or 3D building model is loaded
which becomes the background for visualization. Also,
all the influence factors of the target environment and
the reference point of the installed sensors in the build-
ing model are included for more accurate analysis. The
input data part deals with the environmental data. In
this stage, the environmental data are sensed by installed
sensors and collected, retrieved, and processed in order
to generate the data to be visualized. The outcome data
generated in the Input data part are transferred to an
infographic and combined with a loaded building model
in the visualization part.Implementation
The data flow during the entire visualization process is
summarized in Figure 2. Input Data Part is composed of
three modules: 1) Sensor Module, 2) Data Collection
Module, and 3) Data Processing Module. These three
modules measure the target environmental element and
process environment raw data. The input data to be visu-
alized generates the outcome data to be visualized. The
Building Model Part consists of two modules: 1) Building
Model Module, and 2) Sensor Network Module. The
Building Model Part loads the building model such as 2D
floor plans or 3D building model and determines the ref-
erence point of installed sensors. The input data and
loaded building model are combined by the Visualization
Module in the Visualization Part.
Sensor module
The Sensor Module measures the target indoor environ-
mental element by multiple sensors and generates sets
of raw data. Each sensor senses the numeric value of the
target indoor environment at an interval of time, and
the data are collected into a set of raw data in the Data
Collection Module. The set of raw data is used by visual-
izing not only condition of indoor environment at real-
time but also specific purpose, such as the average value
that the user or manager wants to know. Sensing and
collecting sufficient number of datasets by installing the
appropriate number of sensors is important because the
number of input data is closely related with research
Figure 2 Data flow diagram of the six major modules of implementation.
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input data the more precise and abundant the visualiza-
tion outcome. As mentioned earlier in scope, the matter
of missing or erroneous data will be covered through
further work. There are various types of target indoor
environments that can be measured such as tempera-
ture, humidity, brightness, air quality, and movement. In
this paper, the target indoor environment visualized is
limited to temperature.
Data collection module
The Data Collection Module collects the target environ-
mental data measured by the Sensor Module. In this
module, the data sensed by the installed sensors each
time is accumulated in real-time. The accumulated data
is so significant because it enables users to freely modify
data according to their intention. This module makes a
material difference from conventional monitoring system
which can only express environmental data in real-time
or a specific moment. Depending on the compatibility be-
tween the installed sensors and the visualization software,Figure 3 The role of data collection module: without data conversionthere are two possible methods to collect data. The two
methods are depicted on Figure 3. If the sensors are com-
patible with Visualization software, the data are able to be
collected directly by the Visualization software. Otherwise,
if the sensor is incompatible with Visualization software,
the collected data should be transferred to a suitable for-
mat which is compatible with Visualization software such
as csv, DB, or Excel file. If the visualization software is go-
ing to be used without function to process accumulated
data, user should follow the latter method in order to col-
lect data.
Data processing module
In order to generate input data, the Data Processing
Module retrieves a particular data among the collected
raw dataset and calculates the retrieved data according
to the purpose of visualization. Defining the input data
should be done before selecting a particular part of the
data. The target and algorithm for the data processing
are decided by the definition of the input data. As in
selecting a particular part of the data from a dataset of(left) and with data conversion (right).
Figure 4 The data flow and software/hardware used in each module.
Figure 5 Arduino Uno Board (left) and RHT03 sensor (right).
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cide what environmental element is visualized when
there are plural indoor environmental elements collected
by the installed sensors.
Building model module
The Building Model Module loads the building geom-
etry, which becomes the back-layer of the visualization.
The loaded building model is used as two ways. One is
the reference for designating the boundary of the sensor
network layer and another is the data for analyzing the
visualization outcome. The building model should meet
three requirements: 1) drawing a floor plan with precise
scale and shape of the indoor space where sensors are
installed; 2) including all the factors that influence the
target indoor environment within the space; and 3) des-
ignating the sensor location on the floor plan accurately.
The use of loaded building model regarding designation
of the boundary of the sensor network layer is described
on the Sensor Network Module. When the building
model is combined with the visualization outcome, the
building model becomes the basis of analysis of the visu-
alized indoor environmental data.
Sensor network module
The Sensor Network Module generates the sensor net-
work layer which becomes the basis for visualization on
building model. Based on the loaded building model, the
shape and the size of the boundaries of the sensor net-
work layer are defined. The generated sensor network
layer is visualized in Visualization Module and mapped
with the input data processed by Data Processing Module.
Each sensor location, which is mapped with the input
data, can be acquired by Indoor Positioning System (IPS).There are several possible IPS systems such as using Wi-Fi,
Global Positioning System antenna, or Geo-Magnetism.
Without IPS, the sensor location can be designated manu-
ally comparing given building model with the sensor loca-
tion in actual space. The process of making sensor network
layer consists of two steps: 1) defining the boundary of
sensor network layer by designating edge of floor plan;
and 2) designating the sensor points on the boundary.
Visualization module
Visualization Module transforms the numeric input data
into visual information using sensor network layer. Each
input data of an installed sensor is connected to each sen-
sor point on the sensor network layer. Connected with the
input data, the sensor points move along the z-axis. As
the sensor points move depending on input data, sensor
network is transformed accordingly. The transformed sen-
sor network enables input data to be expressed in any type
Figure 6 Exporting the measured data into Excel spreadsheet file using PLX-DAQ plug-in.
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step, the visualization method is decided by the building
model and the definition of the input data, considering
how to visualize the interested environmental data in the
most intuitive way. When the visualization method is de-
cided and the input data is connected to each sensor
point, the sensor network layer will be transformed into a
certain form of visual information, according to the de-
cided visualization method and the processed input data.
Demonstration
To examine feasibility of proposed mechanism We demon-
strated an integrated approach for visualizing the changes
of indoor temperature in the laboratory room in whichFigure 7 Generating temperature change data by the data processingthe researchers are working. For this demonstration, we
installed 12 sensors on the ceiling by considering how
people use this room. This room is located in building of
College of Human Ecology, Hanyang University. Figure 4
represents the overall flow of the demonstration including
the software/hardware used in each stage.
Measurement of temperature
Arduino Uno Board and RHT03 sensors shown in Figure 5
were used as instruments measuring the temperature,
which are cheap and easy to control. RHT03 is a penny-
sized temperature/humidity sensor that is able to measure
from −40 to 80 degrees C temperature range and also
has +/− 2% error range in humidity (Maxdetect). Arduinomodule.
Figure 8 Floor plan for the demonstration.
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Arduino Language (Arduino). Using the language, it is
possible to control how the sensors operate and in what
form the data will be collected. We easily revised source
code for operating RHT03 by using Arduino Integrated
Development Environment which is provided from the
website for free because almost all the source codes are pro-
vided by manufacturer. The revised source code was com-
piled and uploaded from computer to Uno board through
USB. In this paper, the sensors operated with 60 second in-
tervals and temperature was collected as degrees Celsius.
Converting and collecting the measured data
The measured environmental data was collected in an
Excel spreadsheet due to the issue of compatibility with
Rhino3D-Grasshopper (Rhinoceros; Grasshopper) on
which the environmental data will be visualized. As illus-
trated in Figure 6, an Excel plug-in software named
PLX-DAQ (Parallax Data Acquisition tool) was used for
exporting the measured data from the Sensor Module
into an Excel file (Parallax). We use PLX-DAQ because
this software and manuals are offered free on the websites.
Users just download and follow the manuals for operating
this software. Each dataset measured by the sensors isFigure 9 Generation of sensor network layer.collected in each spreadsheet and a dataset includes
temperature, humidity and the time the sensor operated.
The collected dataset was used for multipurpose like cal-
culating the average or subtracting between specific times
in Processing Module.
Temperature change data processing
The process from data processing to visualization were
implemented using Rhino3D-Grasshopper in this demo,
as described in Figure 7. The Grasshopper is compatible
with Excel spreadsheet file using a plug-in program
named ghExcel (Xiaoming). The datasets consist of time,
humidity and temperature values in 1 minute intervals.
The target environmental element is temperature. In
order to generate the final input data from the collected
datasets, the input data needs to be defined before
selecting a particular part of data. In this demo, we de-
fined the input data as the temperature changes at hourly
intervals. That means the subtraction of two temperature
values between two moments at an hour interval. As one
interested moment is selected, the temperature values of
the selected moment and 1 hour later are retrieved. After
retrieving two temperature values to be compared, the
temperature difference is generated for the final input
Figure 10 Process of generating geometry using grid segments.
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tion for selecting interface for retrieval.
Importing floor plan
As the building model for this demo, the floor plan was
imported to Rhino3D. The size and layout of the space
are shown in Figure 8. In addition, sensors used in this
demonstration and all the building elements affectingFigure 11 Visualization mechanism of converting z value to color gratemperature such as heaters or openings are expressed
too. Those elements are crucially used in analysis for
visualization outcome.
Generating sensor network layer
Before the visualization stage, sensor network layer was
made above the floor plan. The sensor network layer be-
comes the basis when transferring the input data intodation.
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sor network are represented in Figure 9. Pointing at the
corners of the floor plan’s outline, the boundary of sen-
sor network layer was defined. On the boundary of layer,
each sensor point was created on each sensor location.
The sensor points were designated on the layer manually
based on the comparison of floor plan with the actualFigure 12 Result of temperature changes visualization.space, because IPS, by which the sensor location is ac-
quired, is not used in this demo.
Visualizing input data
For the visualization of the given input data above the
floor plan, the sensor network layer is divided into grid
segments with each sensor point as the center. The
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nected with the input data on each sensor point. The
given input data are assigned to each sensor point as
z value of Rhino3D. As the sensor points move to the
z axis direction, the surface is transformed in accord-
ance with the sensor points moving into an uneven sur-
face. The entire process of transforming sensor network
layer is illustrated in Figure 10. At the same time, it is pos-
sible to express the temperature change as color as well as
the geometry.
As shown in Figure 11, according to the distance to the
floor plan, the surface is colored with red-to-blue color
gradation. As a result, input data assigned as z value are
transformed into visual information such as geometry and
color.
Results and discussion
Figure 12 shows the final visualization outcome on
Rhino3D viewport. In top view, the temperature changes
are shown as colors overlapped on the floor plan. In this
way it is easier to realize the state of indoor environment
and factors which influence the temperature changes. In
isometric view, the degree of temperature changes ap-
pears in the form of geometry which looks like a colored
uneven plane. The three-dimensional visualization of an
indoor environmental element is intuitive compared to
two-dimensional or numeric information. The input data
of the left visualization result is the temperature changes
between 9 am – 10 am when researchers went to lab
and turned on the heaters. The outcome shows that the
overall temperature was raised centrally around the
heater. In contrast, the input data of right visualization
result is the temperature changes between 9 pm ~10 pm
when researchers got off and opened window intentionally
in order to make drastically temperature changes. As a re-
sult, the temperature decreased rapidly during 1 hour with
the heater and window as the center because the heater
was turned off and the window was opened.
Conclusions
This paper introduces and demonstrates an integrated
approach for visualizing the indoor environment on a
floor plan with an actual test case. The entire system con-
sists of three major parts, which are able to be subdivided
into 6 modules. Several prerequisites exist in each module
such as precise floor plan. As shown in Section 3 Demon-
stration, which is visualizing temperature changes in a
position for an hour, visualization mechanism proposed in
this paper is able to process the numeric data and to con-
vert processed data into visualized data. As a result, we
find out that the visualized environmental data are more
intuitive and easier to figure out the state of an indoor
environment compared to numeric data. Combined with
the building model, the visualized data can be used forrecognition of the factors affecting the target environmen-
tal element. This information enables floor plan-based
visualization to be used for improved decision-making.
When changing the layout of an existing building, we can
use not virtual data acquired by simulation but also the vi-
sualized data acquired by real sensor as evidence for de-
sign decision-making. In terms of monitoring, intuitive
visualized data can help people evacuate under emergency,
showing where an accident happened. Applicability can be
expanded as the number of type of sensor. To visualize
not only temperature changes but also other indoor envir-
onment, we need to develop the visualization mechanism,
considering various kinds of available sensors and their
network and visualization methods. We will continue to
enhance the capability of the data visualization mechanism
depicted in this paper on a given building model, based on
various types of available sensor modules, their network,
or alternated data collection.
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